
Grasshopper®

HIGH RESOLUTION + HIGH FPS + COMPACT

0.3M, 1.4M, 2.0M, or 5.0M pixels
Progressive scan Sony® CCDs
High speed 14-bit A/D converter
Dual IEEE-1394b ports for daisy chaining

The Grasshopper digital camera line from Point Grey Research is a 

complete, cost effective and reliable imaging solution. A variety of 

large format, high resolution image sensors, combined with an IEEE-

1394b 800Mb/s interface, makes the Grasshopper an ideal choice for 

demanding imaging applications such as semiconductor inspection and 

high-speed assembly.
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Industry standard design, compact case

57.5mm
44mm

29mm



Grasshopper® Specifi cations
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The IEEE-1394b 800Mb/s bus provides reliable, deterministic com-

munication with guaranteed bandwidth. This allows full color images 

to be transmitted at faster frame rates, and more cameras to be 

networked on the same 1394b bus. The Grasshopper camera family 

is also backward compatible with 1394a and can work seamlessly with 

legacy 1394a systems1.

IEEE-1394b Benefi ts
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Multiple Grasshopper cameras can be daisy chained together using the 

dual IEEE-1394b ports on the back, effectively minimizing cabling re-

quirements and equipment costs and maximizing the reliability of the 

data pipeline.

Daisy Chaining

Screw holes located on either side of the Grasshopper camera’s IEEE-

1394b connectors enable the locking 1394b cable (included in the De-

velopment Accessory Kit) to be securely connected to the camera. This 

not only guarantees a reliable connection, but also reduces stress on 

internal electronics that can be caused by cable movement. The cable 

also carries both data and power, minimizing the need for additional 

cables or external power sources.

Secure and Powered

The camera is equipped with a 32MB frame buffer that can be used to 

store multiple images for transmission, or retransmission, at a later time. 

This is useful in situations where the available 1394b bandwidth must 

be maximized between multiple cameras, or where an image must be 

sent again.

Frame Buffer/Image Retransmit

The fi eld-programmable gate array chip controls all camera functional-

ity, including on-camera color processing, pixel binning, automatic inter-

camera synchronization, user memory channels and more. It can also be 

updated with new functionality in the fi eld.

Updatable FPGA

CAD models available at www.ptgrey.com/support/downloads.

Dimensional Drawings (in mm)

Every mechanical component of the Grasshopper camera is designed to 

maximize usability, including the compact aluminum case, C-mount lens 

holder and ASA/ISO-compliant tripod mounting bracket, status LED 

and removable glass/IR fi lter system.

Industry Standard Design
This kit has all the hardware and software you need for rapid design and 
prototyping, including:
• 4.5 meter, 9-pin to 9-pin, 1394b locking cable
• 4.5 meter, 6-pin to 9-pin, 1394a to 1394b locking cable
• IEEE-1394b OHCI PCI Host Adapter 3-port 800Mb/s card (DEVKIT-01-0001)

• FirePRO low profi le single bus IEEE-1394b PCI Express card (DEVKIT-01-0002) 

• Male GPIO connector prewired for quick and easy access
• FlyCapture® SDK (C/C++ API and device drivers) CD

Development Accessory Kit (DEVKIT-01-0001 & DEVKIT-01-0002)

The FlyCapture® SDK is compatible with Microsoft® Windows® and 

includes the PGRCAMTM device driver, full software API library, demo 

programs and C/C++ example source code. It also includes the Fire-

PROTM driver, which provides enhanced debugging and diagnostics and 

allows 1394b devices to run at 800Mb/s.

Software


