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KEY FACTS

TeChr”Cal data .. ......................................................................................

Full HD record at video speed
USB 3.0 interface

5.5 x 5.5 pm pixel size

2/3" sensor

12 bit

SYSTEM REQUIREMENTS

R WIN (min. 7) | MAC (min. 10.8) | LINUX Ubuntu (min. 14.04 LTS)
Datainterface e USB 3.0, no extra power supply needed
Software (included in the package) PROGRES GRY P A e
I AGE BN S O R e
Sensor type | sensor square | diagonal CMOS 12737 112.75MM
Pl dimensions e e L
Colorormonochrome GOl e
Transfer method | shutter mode Progressive scan | Global shutter ...
Full sensorresolution 2048 x 1084 pixel
A B R A oo
Camera resolutionin LVEmode Full HD 1920 x 1080 pixel up to 2048 x 1084 pixel (30 fps)
Camera resolution inRECORD mode Full HD 1920 x 1080 pixel up to 2048 x 1084 pixel (30 fps)
Exposure ime min. - max. e S22, e
G e e SO
D GO oo 12bit (4096 grey values)
Absolute sensitivity threshold™ 13 oo
SatUraOn Ay e 800 € oo e
Dynamic range* 56 dB

*based on EMVA 1288 standard compliance guidelines



50,2

Filter IR cut | optional clear-glass

Hardware trigger out

Power SW mh ............................................................................................ Yes ..................................................................................
opt|ca| mterface ....................................................................................... cmoum ..........................................................................
Power Consum pt|on ................................................................................... Appr 3 v\/ .........................................................................
D|men5|on5 .............................................................................................. 85 m m X75mmx 50 mm ..................................................
We|ght .................................................................................................... Appr400 g ......................................................................
Sto rage opuons ........................................................................................ o Up S
operanngtemperature .............................................................................. +10°Cupto +35°Cnonconden5mg ..................................
i nty .................................................................................................. L
S |ty Tt ty ................................................................ L
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Wavelength in nm

PROGRES GRYPHAX SUBRA IS AN ESSENTIAL SOLUTION FOR:

Cytology - Biology - Metallography
Hematology - Geology - Mineralogy
Quality Control

*based on EMVA 1288 standard compliance guidelines

www.jenoptik.com/progres-gryphax | e-mail: progres.os@jenoptik.com



